Fuse Box Harness:
15.  Condenser Fan Motor [Air Conditioning (A/C) Fan]

17.  Radiator Fan Motor [Main Fan]

18.  Hood Switch

19.  Dual Pressure Switch (AC)

21.  Left Headlight

22.  Left Combination Light (Parking)

23.  Left Marker

24.  Right Headlight

25.  Right Combination Light (Parking)

26.  Right Side Marker

27.  Evaporative Purge Solenoid

43.  Left Fog Light

44.  Right Fog Light

45.  Generator (Alternator Power)

46.  Generator (Alternator)

32.  Front Wiring Harness and Control Wiring Harness Combination

33.  ?

47.  Power Steering Pressure Switch

48.  Horn

49.  Oil Pressure Switch (Dummy Light)

50.  Oil Pressure Gauge Unit

54.  ABS Hydraulic Brake Unit

55.  Left ABS Sensor

56.  Right ABS Sensor

Delete:

18.  Hood Switch

19.  Dual Pressure Switch (AC)

27.  Evaporative Purge Solenoid

43.  Left Fog Light

44.  Right Fog Light

45.  Generator (Alternator Power)

46.  Generator (Alternator)

Move to interior:

32.  Front Wiring Harness and Control Wiring Harness Combination **
33.  ? **
Move to ECU harness:

Alternator

Add:

12.  Volume Airflow Sensor [Mass Airflow Sensor (MAS)] **

31.  Back-up Light Switch **
39.  Heated Oxygen Sensor (Front O2 Sensor)

Other:

Wiring for fans so both turn on at same time and with switch

Possibly delete a/c fan

Final:  
15.  Condenser Fan Motor [Air Conditioning (A/C) Fan]

17.  Radiator Fan Motor [Main Fan]

21.  Left Headlight

22.  Left Combination Light (Parking)

23.  Left Marker

24.  Right Headlight

25.  Right Combination Light (Parking)

26.  Right Side Marker

32.  Front Wiring Harness and Control Wiring Harness Combination **
33.  ? **
47.  Power Steering Pressure Switch

48.  Horn

49.  Oil Pressure Switch (Dummy Light)

50.  Oil Pressure Gauge Unit

54.  ABS Hydraulic Brake Unit

55.  Left ABS Sensor

56.  Right ABS Sensor

** = If possible and better appearing
